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CROWN VICTORIA POLICE INTERCEPTOR




ANHTOMY

OF H LEGEND

INDUSTRY-FIRST, FACTORY-INSTALLED BALLISTIC DOOR PANEL — OPTIONAL?3#56

Shielding against all Type 1l rounds, this panel is certified to National Institute of Justice Standard
0108.01, crash-rated to federal standards and weather-tested from -49°F to 104°F. It’s covert (invisible
from the outside) and lightweight, plus it won’t interfere with windows, locks or interior space. Selecta
panel for the driver’s door only (Option Code 90L) or for both front doors (Option Code 90B).




AMERICRH’S

MOST WHNTED

SELECT HIGHLIGHTS

ENHANCED FRONT SEATING. For greater
comfort and support, seat backs and head
restraints are redesigned. Seat-cushion trim
is improved with lumbar bolster added.

STANDARD V8. The only squad car in its
class standard-equipped witha 4.6L OHC V8
FFV -250 hp and 297 Ib.-ft. of torque.

FFV = EPAct CREDITS. Purchase a Crown
Victoria Police Interceptor for your force and you
can earn EPAct credits for greater flexibility in
choosing the remainder of your fleet vehicles.

ENGINE-IDLE METER. Tracks engine-idle
time while the transmissionisin P or N, and
helps schedule maintenance more accurately.

200-AMP, HEAVY-DUTY ALTERNATOR.
Generates up to 200 amps of electrical capacity.

SPEED-SENSITIVE STEERING. Steering
assist that adjusts automatically.

REAR-WHEEL DRIVE.

WIDE TRACK. The 65.6-in. rear track width is
not only bestin the Interceptor class, it makes
for precision handling.

BODY-ON-FRAME CONSTRUCTION.
The rugged body is secured to a separate
frame composed of hydroformed steel

(a Crown Victoria exclusive) — builtin the
durable manner of many full-size pickups.

INTERIOR ROOMINESS. Best-in-class
107.5 cu. ft. of passenger volume - plus
a best-in-class 20.6 cu. ft. of trunk space.

POWER-ADJUSTABLE BRAKE AND
ACCELERATOR PEDALS.

FULL-SIZE SPARE. ’
5,000-MILE OIL CHANGE INTERVALS.

5-YEAR/60,000-MILE POWERTRAIN
LIMITED WARRANTY. No deductible; goes
beyond the 3-year/36,000-mile Bumper-to-
Bumper Coverage —see your dealer for details.
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STANDARD SAFETY FEATURES

_OPTIONAL SAFETY & SECURITY MEASURES

5-STAR SAFE. Rates 5 Stars in all NHTSA! crash
tests —based on 2010 model-year evaluations.

FRONT-SEAT SIDE AIRBAGS 2

PERSONAL SAFETY SYSTEM.™ Includes
dual-stage front airbags ? safety belt pretensioners,
safety belt energy-management retractors, safety
belt usage sensors, driver’s seat position sensor,
crash severity sensor, restraint control module and
Front-Passenger Sensing System.

ANTI-LOCK BRAKE SYSTEM (ABS).

PASSES 75-MPH REAR-END CRASH TESTS.

TRACTION CONTROL. Detects loss of
traction and corrects to maintain course,
reducing engine power when necessary.

DISABLE -FOR THE COURTESY
LAMPS AND DOOR-LOCK
CONFIRMATION FLASH. Disables
interior courtesy lamps and prevents the
parking lights from flashing when doors lock.

FIRE SUPPRESSION SYSTEM (FSS)
AND FACTORY-INSTALLED BALLISTIC
DOOR PANELS. See pages 2-3.

CUSTOM-FIT TRUNK PACK ® 345

Helps reduce the risk of injury in a high-
speed rear impact, reduces possibility of
equipment pushing into the back seat, and
lessens risk of equipment penetrating fuel
tank; drop-in design composed of high-
density polyethylene (HDPE) with protective
DuPont™ Kevlar® barrier on front face.
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Standard Interior Features

For Street Patrol & High-Speed Pursuit

FLEET

Standard Powertrain/Functional

Air conditioning — Manual
Audio — AM/FM stereo

Floor covering — Heavy-duty rubber

Glove compartment — llluminated, lockable

Instrument cluster — With analog gauges

Integral front-door map pockets

Interior trunk release — Powered release on center of
instrument panel

Lights — Overhead dome, front map and trunk

Mirror — Day/night, rearview

Pedals — Power-adjustable

Rear-access power point — Provides 100 amps
of current for trunk-mounted equipment

Seats — Anti-stab plate in back of driver and
front-passenger

Seats — Front buckets with driver’s manual recline

« Seat — Rear vinyl bench; excludes center armrest

Speedometer — Certified calibration: 0-140 mph
(225 kph) in 2-mph (3-kph) increments

Windows — Power with one-touch-down
driver’s side window feature

Standard Exterior Features

« Decklid — Low-liftover design with battery-powered
release on center of instrument panel

Exhaust system — Dual stainless steel
* Glass - Solar-tinted

* Hub caps - Snap-on steel

Key lock cylinders — Driver’s side, passenger side
and decklid

Light bar connector — 40-amp battery circuit
behind right-front cowl! panel

Mirrors — Black, fold-away, dual remote control,
power, heated

= Radio antenna — Integral in rear window

Scuff plates — Color-keyed, front and rear

Spare tire — Conventional (full-size)

Alternator — High-output, 200-amp maximum;
132-amp at idle (80°F/26.6°C)

Automatic 4-speed transmission

Axle ratio — 3.27 (speed-limited to 129 mph/207 kph) or
3.55 limited-slip (speed-limited to 119 mph/191 kph)

Battery — Maintenance-free, 78-amp-hr (750 CCA)
Brakes — Power with Anti-Lock Brake System (ABS)
Coolant recovery system

Drivetrain — Rear-wheel drive (RWD)

Engine — 4.6L OHC SEFI V8 FFV with 250 hp and
297 Ib.-ft. of torque

Engine-idle meter

Engine oil cooler

Fail-Safe Engine Cooling System
Flexible-fuel vehicle (FFV)

Frame — Heavy-duty hydroformed body-on-frame
construction

Fuel tank — 19-gallon (71.9-liter) capacity

Fuse panel — Labeled for easy access on
instrument panel

Ignition system — Coil-on-plug distributorless electronic

Shock absorbers — Heavy-duty monotube, nitrogen
gas-pressurized

Stabilizer bars — Front and rear

Steering — Speed-sensitive, variable-assist power
rack-and-pinion with power steering oil cooler

Suspension — Front: heavy-duty short- and long-arm;
Rear: Watts linkage

Tires — P235/55WR17 BSW
Transmission oil cooler — Oil-to-air

Upper ball joints — Low-friction, non-greaseable
Wheels — 17-in. x 7.5-in. heavy-duty steel

Standard Safety & Security

« Airbags — Dual-stage driver and front-passenger front
« Airbags - Front-seat side

= Battery saver — Turns off lights after 30 minutes

« Personal Safety System™

« Side-intrusion door beams

Tire Pressure Monitoring System (excludes spare)

California Public Service/Emergency Vehicle Exception: This exemption may only apply in certain states. Ordering dealer is
responsible to contact the proper state authorities for clarification on qualifying exempted vehicles for registration. Only available on units
sold for authorized public service or emergency service use. Must also use Code 423 when ordering.
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SPECIFICHTIONS (conminuep)

Optional Features
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2-way radio pre-wire — Police radio front speakers
50-state emissions

AM/FM stereo delete

AM/FM stereo/single-CD player

Axle ratio — 3.55 (limited-slip)
- Police Interceptor
- Street Appearance

Ballistic door panel — Driver’s door only

Ballistic door panels — Driver and front-passenger doors

Courtesy lamp disable - Includes disabling of door lock confirmation flash
Cruise control

Daytime running lamps

Decklid release on door and instrument panel — Ignition-powered
Dome/map light delete (5-in. center-mounted)

Engine block heater

Fire Suppression System

Floor covering — Carpeted with front and rear floor mats

Front bodyside moldings, color-keyed — Installed

Front bodyside moldings, color-keyed — Uninstalled (shipped in trunk)
Front/rear bodyside moldings, color-keyed — Uninstalled (shipped in trunk)
Grille — Chrome

Grille lamp, siren and speaker wiring

Keyed alike:
— Key Code 1284x
— Key Code 1294x
— Key Code 0135x
— Key Code 1435x
— Key Code 0576x
— Key Code 0151x

Lamp pre-wire — Package tray or under decklid
Lateral bow reinforcement (center roof light support)

Option Code
946
425
58Y
582

730A
770A

90L
90B
478
525
77D
61H
54M
41H
60T
128
96A
96B
96C
66C
172

432
435
436
437
438
439

476
185

License plate bracket — Front

Limited-slip differential (standard with 3.55 rear axle)

Locking gas cap

Police power pigtail harness — For powering aftermarket equipment
Power driver’s seat — With power lumbar support

Radio Suppression Package (8 ground straps)

Rear door handles — Inoperable/lock operable

Rear door handles/locks inoperable
Warning: Rear door locks are only operational electronically
from the driver seat. Access to rear-seat passengers in an
emergency may be severely restricted with this option.

Rear windows power delete — Operable with front driver’s side switches
Remote keyless-entry key fobs — 2; excludes keypad

Roof wiring — Hole in center of roof (including lateral bow reinforcement)
Roof wiring — No hole in roof

Seats - Cloth front buckets/cloth rear bench

Seats — Cloth front split bench/cloth rear bench

Sideview mirrors — Heated

Silicone hoses with aircraft clamps

Smoker’s Package (lighting element)

Spot lamp — Driver’s side

Spot lamp wiring prep — Driver’s side

Spot lamps — Dual

Spot lamps wiring prep — Dual

Traction control (N/A with 3.55 axle ratio)

Trunk Pack® (with Kevlar® barrier)

Two-Tone Paint Treatment #1

Two-Tone Paint Treatment #2

Two-Tone Paint Treatment #3

Two-Tone Paint Treatment #4

Wheel covers — Full

Option Code
153
45C
98G
179
21A
53M
67R
67B

948
14R
187
189

61K
177
63B
51A
51B
51Y
517
552
14T
952
953
955
956
64N




